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Specifications

Supply voltage 12 - 24 Vdc

Control system IEC62386-104 over Thread®

Idle supply current < 40 mA

Wiring 0.2 - 1.5 mm2 (DALI)

0.2 - 0.5 mm2 (accessories)

Strip 8 - 9 mm   

Operating temperature 0 to 60°C

Material PC

Classification Class III

Mounting Inbuilt

Ingress protection IP20

Compliance standards IEC 61347-2-11
IEC 60950-1
EN 55015
EN 55022

IEC 62386-104
IEC 62386-103
EMC-2004/108/EC
LVD-2006/95/EC

Wiring diagrams

Product range

Order code Description

zc-io-6 Smart I/O interface

Features
	■ Powered from 12-24V
	■ Supports IEC 62386-104 over Thread®

	■ Smart sensor and switch attachments
	■ Compact form factor for easy integration
	■ A wireless control system solution for D4i

IEC 62386-104 
over Thread

zc-io-6
IEC 62386-103

0-10V driver

Wireless sensor
IEC 62386-303
IEC 62386-304

Wireless switch
IEC 62386-301

Wireless driver
IEC 62386-207

zc-iot-fc
IEC 62386-103

Wireless DT8 driver
IEC 62386-209

0-10V

To 
zencontrol 

Cloud

Wireless system overview
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Dimensions

Dimensions W80 / H30 / D16 mm

ECG Op. mode 
0x82

12-24V: relay driver
zc-io-6

zc-io-6
ECG Op. mode 
0x83

2 x 0-10V LED drivers:

4 x push buttons

VIN+
GND

VIN+
GND

0-10V+

0-10V-

0-10V+

0-10V-

+

-

zc-io-6
ECG Op. mode 
0x83

VIN+
GND

optional

+

-

Accessories range

Order code Description

zc-fm-kit Field mount kit


